
QuickBite™

Approved • Branded • Traceable

Size
in Part Number Inner Case

* 1/2" x 1/2" x 3/4" QBRT004004006 10 20
* 1/2" x 1/2" x 1" QBRT004004010 5 20
3/4" x 1/2" x 1/2" QBRT006004004 10 20
3/4" x 1/2" x 3/4" QBRT006004006 10 20
3/4" x 3/4" x 1/2" QBRT006004 10 20
* 3/4" x 3/4" x 1" QBRT006006010 5 20

1" x 1" x 3/4" QBRT010006 5 10

Fig. QBME Male Adapter  
 Elbow (Push x MNPT)

Fig. QBDE Drop Ear  
 Elbow (Push x FNPT)

Fig. QBRT Reducing Tee

Fig. QBE        Elbow

Fig. QBRC Reducing Coupling

Fig. QBC Cap

Fig. QBDT Disconnect Tool

Fig. QBRE Reducing Elbow

Fig. QBFE Female Adapter Elbow
 (Push x FNPT)

Fig. QBMA Male Adapter (Push x MNPT)

Fig. QBT Tee

Fig. QBFA Female Adapter
 (Push x FNPT)

Fig. QBS Stiffener

Fig. QBCP Coupling

Fig. QBSC Slip Coupling

* Available upon request
** Sold in packs of 10

Fig. QBBV Valves
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Size
in Part Number Inner Case

1/2" QBE004 10 40
3/4" QBE006 10 20
1" QBE010 5 20

* 1-1/4" QBE012 - Bulk
* 1-1/2" QBE014 - Bulk

* 2" QBE020 - Bulk

Size
in Part Number Inner Case

1/2" x 1/2" QBME004 10 40
3/4" x 3/4" QBME006 10 20

1" x 1" QBME010 5 20

Size
in Part Number Inner Case

1/2" x 1/2" QBDE004 10 40
3/4" x 3/4" QBDE006 10 20

Size
in Part Number Inner Case

3/4" x 1/2" QBRC006004 10 40
1" x 3/4" QBRC010006 10 20

Size
in Part Number Inner Case

1/2" x 1/2" QBMA004 10 40
1/2" x 3/4" QBMA004006 10 40

* 3/4" x 1/2" QBMA006004 10 40
3/4" x 3/4" QBMA006 10 40
3/4" x 1" QBMA006010 5 20

* 1" x 3/4" QBMA010006 5 20
1" x 1" QBMA010 5 20

* 1-1/4" x 1-1/4" QBMA012 - Bulk
* 1-1/2" x 1-1/2" QBMA014 - Bulk

* 2" x 2" QBMA020 - Bulk

Size
in Part Number Inner Case

1/2" QBC004 10 40
3/4" QBC006 10 40
1" QBC010 5 20

* 1-1/4" QBC012 - Bulk
* 1-1/2" QBC014 - Bulk

* 2" QBC020 - Bulk

Size
in Part Number Inner Case

** 1/2" QBDT004 10 40
** 3/4" QBDT006 10 20
** 1" QBDT010 5 10

Size
in Part Number Inner Case

3/4" x 1/2" QBRE006004 10 40
1" x 3/4" QBRE010006 10 20

Size
in Part Number Inner Case

1/2" x 1/2" QBFE004 10 40
3/4" x 3/4" QBFE006 10 20

1" x 1" QBFE010 5 20

Size
in Part Number Inner Case

1/2" QBT004 10 40
3/4" QBT006 10 20
1" QBT010 5 10

* 1-1/4" QBT012 - Bulk
* 1-1/2" QBT014 - Bulk

* 2" QBT020 - Bulk

Size
in Part Number Inner Case

1/2" QBCP004 10 40
3/4" QBCP006 10 40
1" QBCP010 5 20

* 1-1/4" QBCP012 - Bulk
* 1-1/2" QBCP014 - Bulk

* 2" QBCP020 - Bulk

Size
in Part Number Inner Case

1/2" QBSC004 10 40
3/4" QBSC006 10 20
1" QBSC010 5 20

Size
in Part Number Inner Case

1/2" x 1/2" QBFA004 10 40
1/2" x 3/4" QBFA004006 10 40

* 3/4" x 1/2" QBFA006004 10 40
3/4" x 3/4" QBFA006 10 40
3/4" x 1" QBFA006010 5 20

* 1" x 3/4" QBFA010006 5 20
1" x 1" QBFA010 5 20

* 1-1/4" x 1-1/4" QBFA012 - Bulk
* 1-1/2" x 1-1/2" QBFA014 - Bulk

* 2" x 2" QBFA020 - Bulk

Size
in Part Number Inner Case

** 1/2" QBS004 10 40
** 3/4" QBS006 10 20
** 1" QBS010 5 20

Size
in Part Number Inner Case

1/2" QBBV004 10 20
3/4" QBBV006 10 20
1" QBBV010 5 10

QuickBite™
By



To Connect:Cut PEX,CPVC or Copper tube square and to desired length. Remove all sharp edges and 

burrs that will prevent a proper seal. Push tubing or pipe into the fitting until end of the tubing or 

pipe is resting against the pipe stop.  When connecting with PEX tubing or pipe, use the support 

stiffener as internal support for the tubing. To remove the support stiffener for copper, CPVC 

tubing or pipe, using the disconnect tool, hold pressure against the push ring and pull support 

stiffener   from fitting. 
To Disconnect: Press disconnect tool firmly against fitting until push ring is depressed. While 

holding pressure against the push ring, pull the tubing or pipe out of the fitting. 

Warnings: DO NOT use damaged or scored tubing/pipe. DO NOT use a hacksaw to cut the pipe or leave 

burrs on the pipe end. Tubing or pipe must be fully inserted into fitting, past the o-ring, up to the 

stop. DO NOT insert fingers into fitting as the teeth may cause injury.

Remember to test system after installation. DO NOT attempt to disconnect fittings while system 

is under pressure. For DOMESTIC WATER USE ONLY! Use with any other chemicals or 

compounds may cause failure and injury. Tubing must be round or damage to the fitting may 

occur. Avoid using a vice that can distort the roundness when cutting tubing square. Doing so 

will void warranty.Para conectar:Corte tubo cobre, CPVC o PEX cuadrado y a la longitud deseada. Quite todos los filos y rebabas que 

evitarán un sellado adecuado. Empuje la tubería o tubo en el accesorio hasta que extremo de la tubería o 

tubo se apoye contra el tope de la tubería.  Al conectar con la tubería de PEX o tubería, usa para apoyar el 

refuerzo como soporte interno para tubos. Para quitar el revestimiento de soporte de tubería, utilizando la 

herramienta de desconexión, de cobre o tubería de CPVC mantenga la presión contra el anillo de empuje y 

tire del refuerzo del soporte de la conexión. 

Para desconectar: Prensa Desconecte la herramienta firmemente contra el ajuste hasta que se presiona el 

anillo de empuje. Manteniendo la presión contra el anillo de empuje, tire la tubería o tubo de la conexión. 

ADVERTENCIAS: No utilice tubería/tubo dañado o anotada. No utilice una sierra para metales para cortar 

el tubo o dejar rebabas en el extremo del tubo. Tubería o tubo debe insertarse completamente en el 

conector, más allá de la Junta, hasta el tope. No introduzca los dedos en el accesorio como los dientes 

pueden causar lesiones.
No olvide probar el sistema después de la instalación. No intente desconectar 

accesorios mientras el sistema está bajo presión. ¡Para un uso doméstico del 

agua! Uso con otros productos químicos o compuestos pueden provocar la 

falla y lesión. La tubería debe ser redondeada o podría dañar el aparato. Evitar 

el uso de una abrazadera que puede distorsionar la redondez al cortar tubo 

cuadrado. Al hacerlo, anulará la garantía.
Scan for more detailed instructions

ProPak™ Inner Bag
Valves and fittings are:
 • Individually bagged
 • UPC bar coded on every bag
 • Color coded by size
     Red = 1/2”
     Blue = 3/4” 
     Yellow = 1”
 • Simple instructions on the back of every bag
 • Illustrated instructions are accessible by scanning QR code
 • Every bag includes  the quick disconnect tool 

Stainless Steel Grip Ring

Certified cUPC, ASSE 1061
ANSI/NSF 61/372/14
Lead Free

Pre-Installed PEX  
Tube Stiffeners (removable)

EPDM O-Ring

Simple as 1-2-3

CPVC

CO
PPER

PEX

ProPak™ “Master” Case
• Color coded master case
• Label includes:
 Description, Size,  
 Quantity, Photo of item,
 UPC Bar code

ProPak™ “Contractor”  
           Inner Box
With the contractor in mind, each case 
has 2 or 4 inner boxes with convenient 
quantities:
 1/2” -10 pcs per inner
 3/4” -10 pcs per inner
     1” - 5 pcs per inner

 

QuickBite™ valves and fittings are the simplest connectors to use. 
 1 - Clean the tube
 2 - Press on the QuickBite™ fitting or valve
 3 - DONE! No leak seal  
QuickBite™ Quick Facts:
 • Fittings certified to 200 PSI and 180o F
 • Works with PEX, CPVC and copper tubing
 • PEX stiffener pre-installed - Easy to remove for PVC or Copper installations 
 • Lead-free brass
 • Full flow 
 • Fittings & valves are removable and reusable
 • Easy-to-follow instructions are available at www.smithcooper.com/QR1
    or by scanning the QR code on the back of every bag

Logistical Solutions
No special tools required.  No gluing, crimping or soldering required. 


