3000 psi Stainless Ball

Valve, Compression

Series S7T6BVH3

Parts & Materials
No. Part Material
1 Body 316 Stainless Steel
2 Adapter 316 Stainless Steel
3 Ball 316 Stainless Steel
4 Stem 316 Stainless Steel
5 Seats PTFE
6 Joint Seals PTFE
7 Gland Seal PTFE
8 Retainer 304 Stainless Steel
9 Washer 304 Stainless Steel
10 Stop Pin 304 Stainless Steel
11 Stud 304 Stainless Steel
12 Nut 304 Stainless Steel
13 Stem Nut 316 Stainless Steel
14 Handle 316 Stainless Steel
15 Front Ferrule 316 Stainless Steel
16 Back Ferrule 316 Stainless Steel
17 Nut 316 Stainless Steel
18 Sleeve PVC
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BUY FITTINGS ONLINE

Design Features
» 3000 psi @ 200°F

» 316 stainless steel construction

» Double ferrule compression tube ends
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Dimensions
Size Part Number Weight A B C
In. Lb. In. In. In.
% BAC-160-N o6 2.95 0.19 3.74
% BAC-160-O 07 3.15 0.28 3.74
% BAC-160-P o8 3.46 0.39 3.74
% BAC-160-Q 156 3.86 0.47 531
1 BAC-160-R 25 465 0.75 5.91
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